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ABSTRACTED- PUB-NO: JP 02213445A 
BASIC- ABSTRACT: 

A cermet alloy of hard phase and binder phase of one or 
more Fe gp. metals 

dispersed with fine hard particles of, e.g., TiCN having 
average grain size 

less than 2,000 A, to include TiCN 10-70%, WC 5-30%, NbC 5- 
30%, Mo2C 1-10%, VC 
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0.5-5%, ZrC 0.05-3%, Ni + Co 5-25% with Ni/(Co+Ni) above 
3/10. and total N 

above 2.5%, has coercive force less than 50 Oe . 
ABSTRACTED- PUB-NO: US 5149361A 
EQUIVALENT -ABSTRACTS : 

Method comprises forming a stabilised suspension of metal 
particulate in a 

liquid medium and pressure filtering to form a wet cake 
which is dried to a 

cake with green strength and sintered to fuse the metal 
particles. The 

filtering is done through a screen which is fine enough to 
retain all the 

particles. USE/ADVANTAGE - The filters are used in the 
filtration of fine 

catalysts fluid catalytic processes, in the mfr. of 
recording tapes, filtration 

of molten resin. The filters have a uniform filter 
performance, are efficient 

and have a high dirt holding capacity. Pref . 
stabiliser/binder . The 

polyacrylic acid has a mol . wt . of 1,000,000 - 4,000,000. 
The metal 

particulate is laid down in layers by filtration, the 
particle size or 

morphology being different in each layer. The filter sheet 
has a graded pore 

structures across its thickness and may have a fine pored 
layer (e.g. 0.015 

inches thick) (II) and a coarser pored layer (e.g. 0.04 
inches thick) (III) . 

(II) is made from 1-75 micron particles and (III) is made 
from 100-300 micron 

particles. USE/ADVANTAGE - The filters are used in the 
filtration of fine 

catalysts fluid catalytic processes, in the mfr. of 
recording tapes, filtration 

of molten resin. The filters have a uniform filter 

performance, are efficient 

and have a high dirt holding capacity. 
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